
Model PRU

Applications Fuel Gas Conditioning & Stabilization

Design Basis 1.0 - 6.5 MMSCFD Inlet Gas Capacity

MAWP 1440 psig

Process Design 
Parameters

Outlet gas delivered at stable, constant pressure - free of 
bulk solids, liquids or mists

Electric Immersion 
Heater Power

 147 kW

Major Components
•	 Inlet Filter Separator
•	 Electric Immersion Heater
•	 Outlet Coalescing Filter Separator

Instrumentation

•	 Heater: PLC driven with run status, temperature control 
and high temperature shutdown.

•	 Process: A combination of electrically and 
pneumatically controlled equipment is used to operate 
Level, Temperature, Pressure and Flow. Instrument gas 
is used for pneumatic controllers.

•	 Area Monitoring: (1) Fire Detection, (1) Gas Detection
•	 Electrical: All electrical components and enclosures are 

rated for Class 1, Div 2, Group D environments.  

Electrical Service 480V / 3ph / 60Hz

Amps (Peak) 315A

Power Requirements 500A Service (nominal 235 kW Generator)

Dimensions (L x W x H) Enclosure: 30’ x 8’ x 10’-6”	 Overall:  38’-8” x 8’-6” x 13’-6”

*Information is subject to change and some components may vary from unit to unit.

Unit Specifications  |  PRU - Pressure Reduction Unit
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